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Ref. Descripcion [ Description

MIO036  Equipo de 6smosis flujo directo Midea BRO 800
Direct flow osmosis system Midea BRO 800

Datos técnicos:

« Membrana de 800 GPD

+ Capacidad de purificacion: 132 L/h

+ Produccion: 2,20 L/min

« Grifo de gama alta

« Filtro PC de facil recambio

+ Rechazo muy bajo: 1:0,7

« Potencia nominal: 85W

« Membrana RO de facil recambio

- Voltaje de entrada y salida: 100-240V
50/60Hz

« Temperatura de agua de entrada: 4-38 °C

« Presion de agua de entrada: 0.1-0.4 Mpa

- Dimensiones: 134 x 348 x 356 mm

+ Peso neto: 7.8 kg

@ Membrana ECO de 800 GPD
ECO 800 GDP membrane

Alta produccién
«» High production

@ Sistema ultra compacto
Ultra compact system

Features:

- 800 GPD membrane

« Purification capacity: 132 L/h

« Production: 2,20 L/min

+ High-end faucet

- Easy to replace PC filter

+ Very low rejection: 1: 0,7

- Power rating: 85W

- Easy to replace RO membrane

+ Input and output voltage: 100-240V
50/60Hz

« Inlet water temperature: 4-38 °C

+ Inlet water pressure: 0.1-0.4 Mpa

- Dimensions: 134 x 348 x 356 mm

- Net weight: 7.8 kg

Rechazo minimo: 1:0,7
Minimum rejection: 1: 0,7
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Filter change in less than 30s.

Qf) Extremadamente silencioso
Extremely silent

Cambio de filtros en menos de 30s.
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* Dimensiones aproximadas en mm.
Approximate dimensions in mm.



